
Product information

Non-contractual presentation photos, the machines are delivered without accessories 
unless otherwise stated. HiKOKI reserves the right to change certain technical 
characteristics, as well as the accessories supplied as standard. All products presented  
fall within the limit of the available stocks of HiKOKI Power Tools.

HiKOKI 3 YEAR WARRANTY More information about 
our conditions at hikoki-powertools.com

Read everything  
about our services at 
hikoki-powertools.co.uk2  Standard accessories vary by country or area.

1  Weight according to EPTA-Procedure 01/2014. 

Specifications
Voltage 36V

Type of Motor Brushless

Bar length 300 mm

Chain speed 15 m/s

Oil tank capacity 120 ml
Saw chain changing Toolless
Noise level 90 dB
Dimensions (L x H x W) 704 x 214 x 247 mm
Weight with BSL36A181 4.5 kg

CS3630DBW4Z
Cordless Chain Saw
36V - 300 mm
4966376335770

Brushless motor for highest durability

Lightweight design for more comfort

36V power for emission and noise -free working

Characteristics
Strong 36V power for class leading cutting performance under high load

Brushless motor for highest durability

Direct drive system for reduced vibration

Toolless saw chain change and adjustment for user comfort and 
easy handling

Lightweight design for fatique free working

Standard accessories2

Chain cover

Saw chain

Guide bar

Lubricant oil (50 cc)


